
MEASUREMENT
ANTENNA SOLUTION
Provide one-stop service for antennas, housings, and connectors

Connector/cable: Variety of styles and diverse structures

Customizable service: Assist customers in customizing products according to different
application scenarios and requirements

Visit the official website of Sida for more information: www.sz-sta.cn

Measuring antenna: The solution is mature and supports GNSS four-system full-band
signals, achieving millimeter-level positioning accuracy

Antenna panel: High-frequency band, strong directionality, high accuracy, capable of
achieving Samsung seven-frequency and four-satellite full-frequency

Shell: High strength, multiple styles, and customizable development of shapes



STA-45H STA-101

STA-4004

STA-107

STA-5005 STA-901-WK

Feature：
Excellent signal pickup Good anti-interference

performance
High gain

Personalized size customization

Antenna board

外壳与护环

Feature：
Wide variety of styles The snap-on structure is easy

to assemble
With anti-collision strip
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Antenna housing
The antenna housing is made of engineering plastic, which possesses excellent toughness and is 

reinforced with UV-resistant material, providing strong oxidation resistance. It can be used outdoors for 
extended periods and can be equipped with different anti-collision rings according to customer needs. In 
terms of structure, it features reserved silicone slots and a snap-on installation method.

It supports GNSS signals from all four systems across all frequency bands, boasts millimeter-level 
positioning accuracy, stable phase center, strong anti-interference capability, and can withstand harsh 
working environments, with excellent electromagnetic compatibility.



STA-35H

Antenna base

STA-DZ01 STA-DZ03STA-DZ02

Feature：
Wide variety of styles LightweightMulti-system full-band

Feature：
Wide variety of styles Strong magnetic forceMaterial lightweighting

Personalized size customization

STA-DZ04 STA-DZ06STA-DZ05
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STA-501ASTA-505A STA-404A

STA-101 STA-107

The antenna base rod is made of high-strength aluminum alloy material, and the base comes in 
various styles. Depending on the size of the antenna housing, different strength bases can be matched.

A full-frequency vehicle-mounted positioning antenna with a built-in high-precision positioning 
antenna. This antenna utilizes a ceramic laminated internal antenna to support GPS, BDS, GLONASS, 
and GALILEO frequency bands. It is lightweight and offers fast positioning. Customization is available 
according to different needs.

Antenna measurement



Compact size Lightweight Low load

Four-arm spiral antenna

Feature：
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STA-903C STA-901 STA-301

High adaptability High reliabilityWaterproof and UV-resistant

High per-unit gain

Time signal antenna

Feature：

STA-120 STA-473 STA-67301

STA-103 STA-201 STA-609

Adopting a four-arm spiral design scheme, the phase center is aligned with the geometric center, minimizing the impact 
of the antenna on measurement errors. The antenna unit boasts high gain and a wide beam pattern, ensuring effective 
reception of low-elevation signals. It can still receive signals normally in heavily obstructed environments, such as when 
aviation equipment is tilted during flight.

The drone antenna adopts a four-arm spiral design, featuring a wide operating bandwidth and the ability to simultaneous-
ly receive signals from multiple systems and frequencies. The antenna unit boasts high gain at low elevation angles, ensuring 
normal satellite signal reception even in environments with signal obstruction. It is widely used in drone plant protection, drone 
line patrol, drone security, and other fields.

The timing antenna is an integrated antenna that provides precise clock signals. The antenna 
integrates a timing module, which can meet the current demand for integrated timing design in commu-
nication base station equipment. The timing antenna can provide precise clocks for base stations, power 
equipment, navigation, and more, especially providing high-precision clock synchronization signals for 
mobile communication.



Feature：
A wide range of connector types Processable spring wireMachining metal materials

Low insertion loss Customizable requirements; comprehensive testing equipment

Applicable fields

公众号抖音号
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Connector / Cable assembly

Email: 13632514005@139.com
Tel: 0755 - 8932 5106
Web: www.sz-sta.cn
Mob: 13632514005

SHENZHEN STARF TECHNOLOGY CO., LTD

Business Contact

Add: 3rd Floor, Building G, Mingjie Technology Park, 
        No. 36 Dakang Road, Henggang Street, 
        Longgang District, Shenzhen

IP65 protection rating

Supports 250K/500K CAN bus with a wide voltage range of 9-36V

Automotive-grade CPU
5W built-in high-power radio station, with a coverage range of 5-10 kilometers
Supports simultaneous online connectivity via Ethernet and 4G

Receiver unit

Feature：

CH2310 2410 STA-UIM-690A

STA2310 features RTK and PPK synchronous configuration, offering a multifunctional system with 
a single set of equipment. Utilizing the PPK receiver terminal, it is compatible with base stations from 
various platforms, thus saving costs.

The connectors for related measurement antennas include products such as the TNC series, SMB 
series, and BNC series, with various structural types that meet IP67 waterproof requirements. Cable 
assemblies are produced in standard and spring-loaded versions, as well as injection-molded and 
armored versions, according to customer requirements.

It is widely used in automatic operation 

scenarios such as land surveying and mapping, 

marine surveying, channel surveying, dredging 

surveying, earthquake monitoring, bridge 

deformation monitoring, landslide monitoring, 

docks, pile drivers, bulldozers, lawn mowers, 

intelligent agricultural machinery, and more.


